











NOTE:

Step 5

GenerLink™ has been designed for installation
with a wide variety of meter cans. In some cases,
the cover will fit tightly to GenerLink™ as it
rotates. Do not attempt to cut, file or otherwise
modify GenerLink™ in order to facilitate this
step. Modifications will jeopardize the security
of the installation and will void the warranty.

Install and secure the meter with a locking ring.

Step 5

Section 2 - Installation in Ring-Style Meter Cans

Installation of GenerLink™ is fast and easy. For installations in
“ring” style cans, the procedure (shown in Figure 1) is as follows:
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Figure 1

Step 1 Remove the meter can cover.
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Step 2

Step 3

Install the neutral lead connection from GenerLink™.

Depending on the type of meter can, either a #6/#8
Hi-lug or a split-nut neutral connection should be
used. The terminating method selected should be
consistent with local codes and standards for your
area.

Step 2a

Hi-Lug Installation

Step 2b

Split-nut Installation

Connect the neutral leads together. Insert GenerLink™
by carefully aligning with the jaws of the meter can and

pushing the blades firmly into the jaws. Check for
normal utility presence with the indicator lights on

GenerLink™. For normal utility presence, the green
light is illuminated with or without the yellow light.

Secure GenerLink™ with a locking ring.

/\ DANGER!

HIGH VOLTAGE

240-Volt potential exists across the top jaws
when GenerLink™ is installed in a meter can.
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Step 4

When illuminated, the lights are
represented as:

1 - Green - Utility Present

2 - Yellow- Load Limits

3 - Red - Fault

4 - Blue - Alternate Power
(generator power)
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Normal: Utility Power Present

Utility power is present when the green
light is illuminated. The yellow will
appear if the load is greater than the
device capabilities (30 or 40 amp).

Normal: Utility Absent

Alternate power source is providing
power if the blue light is illuminated.
Green light may be on if the power is
present, but not providing the power.

Maintenance Required:

Service is required if the red light stays
illuminated. It is normal for flickering
during initial connection.

For testing while utility power is present, please refer to
page 22 of the Operating Manual.

Install the meter and secure with a locking ring.

For additional information, contact:
Technical Support, GLOBAL POWER PRODUCTS
(770) 736-8232.

GenerLink™ has been thoroughly tested and has been
found to be in compliance with the National Electrical
Safety Code as it applies to utility control equipment.




